CLIENT PUBLICATIONS
KP TECHNOLOGY’S KELVIN PROBE
USED IN EDUCATION & INDUSTRY

"Electrochemical characterization of Si(111) modified with linear and branched alkyl chains,"

Li, Y. and Li, D.
"Prediction of elastic-contact friction of transition metals under light loads based on their electron work functions,"

Tsai, C., Lin, Y., Wu, P., Chen, S., Liu, D., Hong, J., Liu, C., Shih, Y., Cheng, J. and Chang, H
"Induced increase in surface work function and surface energy of indium tin oxide-doped ZnO films by (NH4)(2)S-x treatment,"

Whyte, E. and Sykes, J.
"Behaviour of a zinc-iron bimetallic couple coated with poly-vinyl butyral lacquer during intermittent exposure to salt solution,"
CORROSION SCIENCE (49:8), 2007, pp. 3361 - 3380.

Yin, S., Li, D. and Bouchard, R.

Zhang, Y., Shi, Y., Chen, F., Mhaisalkar, S., Li, L., Ong, B. and Wu, Y.
"Poly(3,3 '-didodecylquarterthiophene) field effect transistors with single-walled carbon nanotube based source and drain electrodes,"
APPLIED PHYSICS LETTERS (91:22), 2007, pp. 223512.


Beerbom, M., Lagel, B., Cascio, A., Doran, B. and Schlaf, R.
"Direct comparison of photoemission spectroscopy and in situ Kelvin probe work function measurements on indium tin oxide films,"

Li, W., Cai, M., Wang, Y. and Yu, S.
"Influences of tensile strain and strain rate on the electron work function of metals and alloys," SCRIPTA MATERIALIA (54:5), 2006, pp. 921 - 924.

Li, W., Cai, M., Zong, Z. and Yu, S.
Li, W. and Li, D.
"Influence of surface morphology on corrosion and electronic behavior,"

Li, W. and Li, D.
"In situ measurements of simultaneous electronic behavior of Cu and Al induced by mechanical deformation,"

"Preparation and characterization of polypyrrole/TiO2 coaxial nanocables,"

Maguire, P. D., Okpalugo, T. I. T. and Ahmad, I.
"Plasma coating and surface modification of amorphous carbon for biomedical applications,"
RECENT DEVELOPMENTS IN ADVANCED MATERIALS AND PROCESSES (518), 2006, pp. 477--484.

Tao, S. and Li, D.
"Tribological, mechanical and electrochemical properties of nanocrystalline copper deposits produced by pulse electrodeposition,"
NANOTECHNOLOGY (17:1), 2006, pp. 65 - 78.

Woo, G. H.
"Detection of Metal Fatigue and Defects by Electron Work Function Topography and Gradient"

Zhang, Q., Wang, D., Wei, X., Zhao, Q., Lin, Y. and Yang, M.
"The electronic and optoelectronic properties study of N,N-dimethylpyrene-3,4,9,10-dicarboximide/ITO film using surface photovoltage technique,"


Li, W. and Li, D.
"Variations of work function and corrosion behaviors of deformed copper surfaces,"

Li, W. and Li, D.
"Characterization of interfacial bonding using a scanning Kelvin probe,"

Li, W. and Li, D. "On the correlation between surface roughness and work function in copper,"

Li, W., Wang, Y., Cai, M. and Wang, C.
"An electronic criterion for the intrinsic embrittlement of structural intermetallic compounds,"
CLIENT PUBLICATIONS

KP TECHNOLOGY’S KELVIN PROBE
USED IN EDUCATION & INDUSTRY

Li, W., Wang, Y. and Yang, X.
"Frictional hardening and softening of steel 52100 during dry sliding,"
TRIBOLOGY LETTERS (18:3), 2005, pp. 353 - 357.

Li, Y. and Li, D.
"Electron work function, adhesion, and friction between 3d transition metals under light loads,"
WEAR (259), 2005, pp. 1432 - 1436.

Lin, Y., Baikie, I., Chou, W., Lin, S., Chang, H., Chen, Y. and Liu, W.
"Changes in surface roughness and work function of indium-tin-oxide due to KrF excimer laser irradiation,"

"Mechanical stability, corrosion performance and bioresponse of amorphous diamond-like carbon for medical stents and guidewires,"
DIAMOND AND RELATED MATERIALS (14:8), 2005, pp. 1277--1288.

Reddy, B. and Sykes, J.
"Degradation of organic coatings in a corrosive environment: a study by scanning Kelvin probe and scanning acoustic microscope,"
PROGRESS IN ORGANIC COATINGS (52:4), 2005, pp. 280 - 287.

Yin, S. and Li, D.
"Effects of prior cold work on corrosion and corrosive wear of copper in HNO3 and NaCl solutions,"

Yin, S. and Li, D.
"Corrosion and corrosive wear of annealed, impact-fractured and slow bending-fractured surface layers of AISI 1045 steel in a 3.5% NaCl solution,"

Aegerter, M., Al-Dahoudi, N., Solieman, A., Kavak, H. and Oliveira, P.
"Transparent conducting coatings made by chemical nanotechnology processes,"
MOLECULAR CRYSTALS AND LIQUID CRYSTALS (417), 2004, pp. 589 - 598.

Ahmad, I., Maguire, P. D., Lemoine, P., Roy, S. S. and McLaughlin, J. A.
"Deposition of carbon films onto metal and silicon substrates by filtered cathodic vacuum arc, plasma enhanced CVD and unbalanced magnetron sputtering,"
DIAMOND AND RELATED MATERIALS (13:4-8), 2004, pp. 1346--1349.

Li, D., Wang, L. and Li, W.
"Effects of grain size from micro scale to nanoscales on the yield strain of brass under compressive and tensile stresses using a Kelvin probing technique,"
Li, W. and Li, D.
"Determination of the yield locus using a Kelvin probing method,"

Li, W. and Li, D.
"Effects of elastic and plastic deformations on the electron work function of metals during bending tests,"
*PHILOSOPHICAL MAGAZINE* (84:35), 2004, pp. 3717 - 3727.

Li, W. and Li, D.
"Effect of grain size on the electron work function of Cu and Al,"

Li, W., Wang, Y. and Li, D.
"Response of the electron work function to deformation and yielding behavior of copper under different stress states,"

Li, Y. and Li, D.
"Experimental studies on relationships between the electron work function, adhesion, and friction for 3d transition metals,"

Okpalugo, T. I. T., Maguire, P. D., Ogwu, A. A. and McLaughlin, J. A. D.
"The effect of silicon doping and thermal annealing on the electrical and structural properties of hydrogenated amorphous carbon thin films,"

Okpalugo, T. I. T., Ogwu, A. A., Maguire, P. D. and McLaughlin, J. A. D.
"Platelet adhesion on silicon modified hydrogenated amorphous carbon films,"

Reddy, B., Doherty, M. and Sykes, J.
"Breakdown of organic coatings in corrosive environments examined by scanning Kelvin probe and scanning acoustic microscopy,"

Baikie, L. and Forsyth, G.
"Variable temperature surface photovoltage imaging of oxide and nitride coated multicrystalline silicon solar cells,"

Dirscherl, K., Baikie, I., Forsyth, G. and van der heide, A.
"Utilisation of a micro-tip scanning Kelvin probe for non-invasive surface potential mapping of mc-Si solar cells,"
Forsyth, G., Baikie, L. and van der Heide, A.  
"Surface potential and surface photovoltage of oxide and nitride coated multicrystalline silicon solar cells using a scanning Kelvin probe,"  

Li, W. and Li, D. Y.  
"A simple method for determination of the electron work function of different crystallographic faces of copper,"  

Li, W. and Li, D. Y.  
"A study on the kinetic response of the electron work function to wear,"  
WEAR (255), 2003, pp. 333--340.

Wang, X. Y. and Li, D. Y.  
"Mechanical, electrochemical and tribological properties of nano-crystalline surface of 304 stainless steel,"  
WEAR (255), 2003, pp. 836--845.

Li, D. Y.  
"Kelvin probing technique: A promising method for the determination of the yield strain of a solid under different types of stress,"  

Li, W. and Li, D. Y.  
"Effects of dislocation on electron work function of metal surface,"  

Wang, X. Y. and Li, D. Y.  
"Effects of yttrium on mechanical properties and chemical stability of passive film of aluminide coating on 1045 steel,"  

Zhang, T. C. and Li, D. Y.  
"Modification of 27Cr cast iron with alloying yttrium for enhanced resistance to sliding wear in corrosive media,"  

Baikie, I., Peterman, U., Lagel, B. and Dirschlerl, K.  
"Study of high- and low-work-function surfaces for hyperthermal surface ionization using an absolute Kelvin probe,"  

Hoster, H., Iwasita, T., Baumgartner, H. and Vielstich, W.  
"Pt-Ru model catalysts for anodic methanol oxidation: Influence of structure and composition on the reactivity,"  
Li, D. Y. and Li, W.  
"Electron work function: A parameter sensitive to the adhesion behavior of crystallographic surfaces,"  

Magill, D. P., Ogwu, A. A., McLaughlin, J. A., Maguire, P. D., McCullough, R. W., Voulot, D. and Gillen, D.  
"Electrical characteristics of nitrogen incorporated hydrogenated amorphous carbon,"  

Maguire, P. D., Magill, D. P., Ogwu, A. A. and McLaughlin, J. A.  
"The insulating properties of a-C : H on silicon and metal substrates,"  

Wang, X. Y. and Li, D. Y.  
"Beneficial effects of yttrium on the mechanical failure and chemical stability of the passive film of 304 stainless steel,"  

Zhang, T. C. and Li, D. Y.  
"Improvement in the corrosion-erosion resistance of 304 stainless steel with alloyed yttrium,"  

Baikie, I., Petermann, U., Speakman, A., Lagel, B., Dirscherl, K. and Estrup, P.  
"Work function study of rhenium oxidation using an ultra high vacuum scanning Kelvin probe,"  

Kim, J., Lagel, B., Moons, E., Johansson, N., Baikie, I., Salaneck, W., Friend, R. and Cacialli, F.  
"Kelvin probe and ultraviolet photoemission measurements of indium tin oxide work function: a comparison,"  
*Synthetic Metals* (111), 2000, pp. 311 - 314.

Stimpel, T., Hoster, H., Schulze, J., Baumgartner, H. and Eisele, I.  
"Boron surface phase on Si(111): atomic structure and Si overgrowth studied by scanning tunneling microscopy and work function measurement,"  

Baikie, I., Petermann, U. and Lagel, B.  
"UHV-compatible spectroscopic scanning Kelvin probe for surface analysis,"  

Baikie, I., Petermann, U. and Lagel, B.  
"In situ work function study of oxidation and thin film growth on clean surfaces,"  
Baikie, I., Smith, P., Porterfield, D. and Estrup, P.
"Multitip scanning bio-Kelvin probe,"

Lagel, B., Baikie, I. and Petermann, U.
"A novel detection system for defects and chemical contamination in semiconductors based upon the Scanning Kelvin Probe,"

Petermann, U., Baikie, I. and Lagel, B.
"Kelvin probe study of metastable states during initial oxygen adsorption dynamics on Si(111) 7 x 7,"

Baikie, I. and Estrup, P.
"Low cost PC based scanning Kelvin probe,"

Kopatzki, E., Keck, H., Baikie, I., Meyer, J. and Behm, R.
"Combined work function and STM study on growth, alloying and oxidation of epitaxial aluminum films on Ru(0001),"

Meyer, J., Baikie, I., Kopatzki, E. and Behm, R.
"Preferential island nucleation at the elbows of the Au(111) herringbone reconstruction through place exchange,"

Baikie, I., Mackenzie, S., Estrup, P. and Meyer, J.
"NOISE AND THE KELVIN METHOD,"

Baikie, I., Venderbosch, E., Meyer, J. and Estrup, P.
"ANALYSIS OF STRAY CAPACITANCE IN THE KELVIN METHOD,"

Meyer, J., Baikie, I., Lopinski, G., Prybyla, J. and Estrup, P.
"THERMAL-DESORPTION FROM COEXISTING PHASES-H/MO (100),"

Baikie, I., Vanderwerf, K., Oerbekke, H., Broeze, J. and Vansilfhout, A.
"AUTOMATIC KELVIN PROBE COMPATIBLE WITH ULTRAHIGH-VACUUM,"

Baikie, I., Vanderwerf, K. and Hanekamp, L.
"INTEGRATED AUTOMATIC MODULAR MEASURING SYSTEM,"